
RF amplifier for Car CD

BH3515FV

Description Dimension (Units : mm)

Features

Applications
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    Absolute  Maximum  Ratings   (Ta=25°C)

*Derating : 8.0mW/°C for operation above Ta=25°C   
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1) Multi-read type (CD, CD-R, CD-RW)
2) For x1speed, x1.5speed, x2speed
3) Operating power supply voltage range: 3V~5.5V

BH3515FV is a RF amplifier for Car CD player 
that incorporates 3 speed equalization with gain 
switching and operating voltage of 3 ~ 5.5V.   
Equalizer circuit is applied to x1 time speed, 
x1.5 times speed, and x2 times speed.  
Gain switching pin is incorporated for CD-RW

CD, CD-R, CD-RW read type Car CD, 
Car CD with shock-proof function



Application Circuit

Power supply voltage VCC 3.33.0 5.5 V

Parameter Min. Max. UnitTyp.Symbol

No load consumption current

Adder amp. gain 1 (at normal)

Adder amp. gain 2 (at RW)
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Normal gain

Normal gain

Gain up

VCC=3.3V, f=500kHz, VIN=500mVpp

VCC=5V, f=500kHz, VIN=500mVpp

f=144k/720k, SPDCTL=Low (x1 speed)

f=216k/1.08M, SPDCTL=Hi–Z (x1.5 speed)

f=288k/1.44M, SPDCTL=High (x2 speed)

f=500kHz, RFDET=H®L

Electrical characteristics (Unless otherwise noted; Ta=25°C, Vcc=3.3V)

Symbol Min. Max. Unit ConditionsTyp.Parameter
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BH3515FV

   Recommended  Operating  Conditions (Ta=25°C)


